
QUICK-FLIP BASE WITH STAND
Compact storage & quick pad changing

TRANSPORT WHEELS-10” DIA. (25cm) 
Chemical-resistant & non-marking

PARKING BREAK
Eliminates roll away during transport

FLOW CONTROL VALVE
Adjusts solution volume  

FOLD DOWN HANDLE
For compact storage design

CLEAR COAT PROTECTION
High-gloss finish for improved 
long-term durability

LEVER-FREE 
ON/OFF SWITCH
Continuous hands-free
power

LIFT HANDLE
Provides easy lifting
& lowering of base

FREE FLOATING 17” BASE
Provides 100% contact on floors

ADJUSTABLE
SPRAY JETS

Low moisture spray
reduces water,

chemical & labor

MOTOR
1HP, 1400W, 6-12amp

100-240V, 50/60Hz - AC
Orbital 1725 RPM +

Rotational 80 RPM, 59 dB

PUMP
90 PSI / 6.2 BAR

QUICK-CHANGE SOLUTION TANK
Holds 3 gallons (11.4 L) capacity

saving time & labor

QUICK-CONNECT POWER CORD
Easy to remove & attach power cord

(Indicator light 230V only)

FATIGUE-FREE VERTICAL HANDLES

cleaning & increased productivity

SPRAY SWITCH
Easy touch control

HOUR METER
Tracks run time

Features & Benefits

ORBOTUSA.COM
3275 Corporate View, Vista, CA 92081, USA

P: 760.936.8054 E: CustomerService@orbotusa.com

CRI CERTIFIED

QUICK-CHANGE 
VELCRO DRIVER 
SYSTEM

FOLD DOWN 
HANDLE
Shown for optimal 
compact storage

Specifications
BASE DIAMETER 17 in / 43.18 cm   I   MOTOR 1HP, 1400W 100-240V / 50-60Hz, AC   I   DUAL SPEED Orbital 1725 RPM + Rotational 80 RPM   
NOISE LEVEL 59 dB   I   WEIGHT 107 lbs / 48.5 kg   I   WHEEL DIAMETER 10 in / 25.4 cm   I   SOLUTION TANK CAPACITY 3 Gal / 11.4 L  
PUMP 90 PSI / 6.2 BAR   I   QUICK-CONNECT POWER CORD  50 ft / 15 m   I   WARRANTY 3 Year (See Warranty for Coverage)  

WEIGHT KIT PLATE
Add 40 lbs of weight for increased 
head pressure and maximum 
cleaning performance


